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Norbar TruCheck Plus Torque Tester
The TruCheck Plus is a flexible instrument for in-house
calibration of torque wrenches. Features include
• Cost effective - significantly cheaper than most similar

products on the market
• Three operating modes allow calibration of click-type,

dial measuring and electronic torque wrenches
• Three user-selectable torque measuring units - Nm, ft

lbs and inch lbs
• Four digit display
• Limit feature allows the operator to set the target

torque and tolerance. The instrument will calculate
whether the reading is within tolerance and indicate
the result by illuminating one of three coloured LEDs
(orange = low, green = ok, red = high)

• RS-232 output complete with RS-232 cable. The
reading, measurement unit and limit status (low, ok or
high) can be output to a PC or printer

• Accuracy of ±1% of reading over the operating range
• Supplied with traceable calibration certificate for

clockwise operation
• As an option, UKAS calibration certificates can be

supplied

TruCheck Plus Torque Wrench Tester
Stock No Operating Range Price

130870 10 - 350 Nm 10 -250 ft lbs 586.13
130871 10 - 1000 Nm 75 - 750 ft lbs 866.71

UKAS Calibration
Stock No Calibration Price

130864 Clockwise 114.87
130865 Bi-Directional 193.43

Norbar Professional Torque Tester
(Pro-Test)

The accuracy, ease of use and price competitiveness of
the Pro-Test have made it the choice of many industrial,
automotive and military users worldwide. Its simplicity
and ease of use reduce the opportunities for operator
error when calibrating torque wrenches.
Features include
• Pictorial display panel for easy made selection
• Three essential operating modes (Track, Peak Memory

and First Peak Memory) allow the Pro-Test to be used
on all torque wrench types. Both memory modes can
be used with manual or automatic reset

• Limit feature allows the operator to set the target
torque and tolerance. The instrument will calculate
whether the reading is within tolerance and indicate
the result both on the screen and by coloured LEDs

• ISO6789 calibration mode automatically calculates the
torque wrench calibration points and tolerance. All the
operator has to do is set the maximum calibration point
and the instrument does the rest

• Memory function displays the five previous readings.
For operators creating manual calibration certificates,
there is no need to stop and write after each reading,
hence speeding the process

• Large back-lit display is easily visible from a distance
and in poor light

• User can select the language (most European
languages are included)

• All user selectable parameters are menu selectable
from the front panel

• All common units of torque measurement are included
• Display and transducer are hard-wired together with a

600 mm cable. Transducer can be mounted for torque
wrench operation in horizontal or vertical plane

• Optional mounting plate allows the Pro-Test to be wall
mounted

• RS-232-C data interface for connection to a printer or
PC. RS-232 cable included as standard

• Guaranteed classification to BS7882:1997, Class 1 or
better over the primary calibration range (20% to 100%
of full scale), Class 2 or better over the secondary
calibration range. Class 1 equates to ±0.5% of reading

• Supplied with calibration certificate for clockwise
operation (Additional anti-clockwise calibration is
available)

• Supplied in robust plastic carrying case

Pro-Test 60 Torque Wrench Tester
Stock No Operating Range Resolution Price

130880 1 - 60 Nm 0.001 Nm 1660.95

Input Hex 10 mm
Female Drive 3⁄8"

Pro-Test 400 Torque Wrench Tester
Stock No Operating Range Resolution Price

130881 8 - 400 Nm 0.01 Nm 1725.30

Input Hex 22 mm
Female Drive 1⁄2" and 3⁄4"

Pro-Test 1500 Torque Wrench Tester
Stock No Operating Range Resolution Price

130882 30 - 1500 Nm 0.1 Nm 1850.60

Input Hex 36 mm
Female Drive 3⁄4"

CONTINUED >

Anti-Clockwise Calibration
• Anti-clockwise calibration (c/w certificate) when

ordered with new Pro-Test

Stock No Calibration Price

130883 Counter Clockwise 118.15

Ancillary Products
Stock No Description Price

130884 Wall Mounting Bracket 90.25
130885 12 volt DC Power Supply 27.83
130886 Service Manual 75.09

Power supply for use when Pro-Test is powered from a
12 volt vehicle battery

Norbar Professional Torque Tester (Pro-Test) CONTINUED >

Norbar Torque Screwdriver Tester (TST)

CONTINUED >

Stock No 130880

Looking for an item not listed? Call our Sales Team on 01224 620944

The TST combines simplicity with up-to-date technology
to provide a high quality instrument for testing and
calibration of low capacity torque tools. Also measures
and displays torque values from an external transducer.
Features include
• Internal transducer c/w rundown fixture for testing and

calibrating low capacity torque tools
• Interface for external transducer. The interface,

accessed by a 2-way switch in the TST, allows the
connection of any transducer from Norbar's SMART
range and most mV/V calibrated transducers from
Norbar and other manufacturers

• Pictorial display panel for easy mode selection
• Limit Detection with low, pass and fail indication. Up to

8 target values can be set
• Pulse count in Impulse mode and Clutch Tool mode

SMART intelligence for Norbar transducer recognition
• Memory for calibration details of 20 non-SMART mV/V

calibrated transducers
• User selectable frequency response for each mode of

operation
• All user selectable features have password protection.

The instrument can be issued to users with only the
required modes of operation and units of measure
enabled. This feature can virtually eliminate operator
induced errors

• All common measurement units for torque are included
plus users can configure their own units to interface
with non-torque transducers

• Operation from fast charge internal battery pack
(maximum time of 3 hours 20 minutes for full charge) or
a.c. supply (90 to 264 volts)

• RS-232-C serial data interface for connection to a
printer or PC. Continuous RS 232 output when used in
track mode (up to 11 readings per second)

• Analogue output allows the instrument to be used as
part of a process control system e.g. shutting off a
power tool at the desired torque

• Accuracy ± 0.5% of reading (20% to 100% of full scale)
• Supplied with calibration certificate for clockwise

operation (Additional anti-clockwise calibration is
available)

• Supplied in robust plastic carrying case

TST 2 Torque Screwdriver Tester
Stock No Operating Range Price

130890 0.04 - 2 Nm 1973.23

TST 10 Torque Screwdriver Tester
Stock No Operating Range Price

130891 0.5 - 10 Nm 1973.23
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Norbar Torque Screwdriver Tester (TST) CONTINUED >

TST 25 Torque Screwdriver Tester
Stock No Operating Range Price

130892 1.25 - 25 Nm 1973.23

Anti-Clockwise Calibration
• Anti-clockwise calibration (c/w certificate) when

ordered with new TST

Stock No Calibration Price

130893 Counter Clockwise 118.15

Replacement Rundown Fixtures
Stock No Size Price

130894 2 Nm 137.07
130895 10 Nm 137.07
130896 25 Nm 137.07

Norbar Torque Tool Tester (TTT)

CONTINUED >

Norbar Torque Screwdriver Tester (TTT) CONTINUED >

Anti-Clockwise Calibration
• Anti-clockwise calibration (c/w certificate) when

ordered with new TTT

Stock No Calibration Price

130901 Counter Clockwise 62.18

Rechargeable Battery Pack
• For TST and TTT display instruments

Stock No Description Price

130902 Spare Battery Pack 34.06

Transducer Lead
• 6-way lead for connecting a Norbar annular or static

transducer to a TST or TTT display instrument

Stock No Length Price

130903 2 Metres 186.75

Transducer Lead
• 10-way lead for connecting a Norbar rotary transducer

to a TST or TTT display instrument

Stock No Length Price

130904 2 Metres 213.44

Serial Data Lead Kit
• Enables connections of TST, TTT and Pro-Test

instruments to most PCs

Stock No Description Price

130905 Serial Data Lead Kit 58.61

USB to Serial Data Lead
Stock No Description Price

130906 USB to Serial Data Lead 49.15

A 'Guide Book for Norbar Data Transmission', which
provides comprehensive information on RS-232 data
transmission, is available on the Norbar website

Easy-to-use software which allows data from a Norbar
torque measuring instrument to be downloaded onto a PC
and formatted as a torque calibration certificate is also
available from the Norbar website www.norbar.com

Torqueleader Torque Calibration
Analyser

Robust, easy-to-use, mechanical analyser that will give
many years of accurate and reliable service.
Features include
• Bi-directional operation for testing and calibration in

clockwise and anti-clockwise directions
• Easy-to-read dual scale
• Dial mirror and spirit level confirm the accuracy of

readings by eliminating parallax and pendulum errors
• Repeatable accuracy to ±2% of reading
• Supplied with calibration certificate traceable to

national standards

MTP 10 Torque Calibration Analyser
Stock No Calibrated Range Graduations Price

134970 0 - 10 cNm 0.5 cNm 384.21

Range 0 - 14 ozf in
Graduations 0.5 ozf in
Drive 1⁄4" Hex (For Screwdrivers)

Torqueleader Torque Calibration
Analysers

Robust, easy-to-use, mechanical analyser that will give
many years of accurate and reliable service.
Features include
• Operates in clockwise direction only
• Angled dial with easy-to-read dual scale
• Spindle lock eliminates the need to remove the torque

tool when adjusting its setting
• Slave pointer records peak torque, and limit pointers

can be used to mark tolerance zone
• Reversible adaptors provide two drive options per

model
• Repeatable accuracy of ±2% of reading
• Supplied with calibration certificate traceable to

national standards

MTS 35 Torque Calibration Analyser
Stock No Calibrated Range Graduations Price

134971 7 - 35 cNm 0.5 cNm 509.68

Calibrated Range 10 - 50 ozf in
Graduations 0.5 ozf in
Drives 1⁄4" Hex, 1⁄4" Square

MTS 130 Torque Calibration Analyser
Stock No Calibrated Range Graduations Price

134972 26 - 130 cNm 2 cNm 509.68

Calibrated Range 36 - 180 ozf in
Graduations 2 ozf in
Drives 1⁄4" Hex, 1⁄4" Square

MTS 400 Torque Calibration Analyser
Stock No Calibrated Range Graduations Price

134973 0.8 - 4 Nm 0.05 Nm 509.68

Calibrated Range 7 - 36 inch lbs
Graduations 0.5 inch lbs
Drives 1⁄4" Hex, 1⁄4" Square

MTS 1200 Torque Calibration Analyser
Stock No Calibrated Range Graduations Price

134974 2.4 - 12 Nm 0.2 Nm 509.68

Calibrated Range 24 - 120 inch lbs
Graduations 2 inch lbs
Drives 1⁄4" Square, 3⁄8" Square

MTS 2500 Torque Calibration Analyser
Stock No Calibrated Range Graduations Price

134975 5 - 25 Nm 0.5 Nm 509.68

Calibrated Range 44 - 220 inch lbs
Graduations 5 inch lbs
Drives 1⁄4" Square, 3⁄8" Square

The TTT combines simplicity with up-to-date technology
to provide a high quality instrument for measuring and
displaying torque values (using external torque
transducers). Features include
• Three external transducer interfaces allow any three

transducers to be connected simultaneously. Selection
between the transducers is made by a rotary switch.
(No internal transducer)

• Interfaces allow the connection of any transducer from
Norbar's SMART range and most mV/V calibrated
transducers from Norbar and other manufacturers

• Pictorial display panel for easy mode selection
• Limit Detection with low, pass and fail indication. Up to

12 target values can be set
• Pulse count on Impulse mode and Clutch Tool mode
• SMART intelligence for Norbar transducer recognition.
• Transducer capacity, units and serial number are

shown
• Memory for calibration details of 20 non-SMART mV/V

calibrated transducers
• Peak memory can be configured to have auto reset
• User selectable frequency response for each mode of

operation
• All user selectable features have password protection.

The instrument can be issued to users with only the
required modes of operation and units of measure
enabled. This feature can virtually eliminate operator
induced errors

• Operation from fast charge internal battery pack
(maximum time of 3 hours 20 minutes for full charge) or
a.c. supply (90 to 264 volts)

• RS-232-C serial data interface for connection to a
printer or PC. Continuous RS 232 output when used in
track mode (up to 11 readings per second)

• Analogue output allows the instrument to be part of a
process control system e.g. shutting off a power tool at
the desired torque

• All common measurement units for torque included plus
users can configure their own units to interface with
non-torque transducers

• Accuracy ±0.5% of reading
• Supplied with calibration certificate for clockwise

operation (Additional anti-clockwise calibration is
available)

• Supplied in robust plastic carrying case

TTT Torque Tool Tester
Stock No Description Price

130900 Torque Display Instrument 1501.93
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Torqueleader Torque Calibration
Analysers

The QTC is a reliable, easy-to-use, highly accurate,
electronic analyser for hand torque tools.
Features include
• Simple electronic torque tester with integrated torque

transducer
• Bi-directional operation for testing and calibration in

clockwise and anti-clockwise directions
• Angled display with clear digital read-out
• User selectable units for measurement
• Each model covers a wide torque range - ideal for

workshop and repair environments
• Two square drive adaptors with each instrument
• Accuracy to ±1% of reading
• Supplied with calibration certificate traceable to

national standards

QTC 55 Torque Calibration Analyser
Stock No Calibrated Range Price

130910 0.9 - 55 Nm 635.12

Calibrated Range 0.7 - 40 ft lbs
Drives 1⁄4" Square, 3⁄8" Square

QTC 320 Torque Calibration Analyser
Stock No Calibrated Range Price

130911 9 - 320 Nm 635.73

Calibrated Range 7 - 236 ft lbs
Drives 3⁄8" Square, 1⁄2" Square

QTC 1100 Torque Calibration Analyser
Stock No Calibrated Range Price

130912 90 - 1100 Nm 666.88

Calibrated Range 66 - 811 ft lbs
Drives 1⁄2" Square, 3⁄4" Square

Rotary Torque Units are designed to be used 'inline' to
limit torque. Features include
• Use in manual and certain power driven applications
• Robust construction designed for high volume

production
• Mechanism slips free when preset torque is reached,

eliminating over tightening
• Repeatability ±6% of set torque
• Alternative RTUs are available to special order

RTU 170 Rotary Torque Units
Stock No Input Drive Output Drive Price

136010 3⁄8" Square (F) 3⁄8" Square (M) 117.73
136011 1⁄4" Square (F) 1⁄4" Hex (F) 130.00
136012 1⁄2" Square (F) 3⁄8" x 24 tpi (M) 123.91

Torque Range 10 - 170 cNm
0.9 - 15 inch lbs

Speed Range 0 - 500 rpm

RTU 450 Rotary Torque Units
Stock No Input Drive Output Drive Price

136013 3⁄8" Square (F) 3⁄8" Square (M) 117.73
136014 1⁄4" Square (F) 1⁄4" Hex (F) 134.55
136015 1⁄2" Square (F) 3⁄8" x 24 tpi (M) 123.91

Torque Range 1 - 4.5 Nm
9 - 40 inch lbs

Speed Range 0 - 500 rpm

RTU 1000 Rotary Torque Units
Stock No Input Drive Output Drive Price

136016 3⁄8" Square (F) 3⁄8" Square (M) 117.73
136017 1⁄4" Square (F) 1⁄4" Hex (F) 134.55
136018 1⁄2" Square (F) 3⁄8" x 24 tpi (M) 123.91

Torque Range 4 - 10 Nm
36 - 88 inch lbs

Speed Range 0 - 250 rpm
1⁄4" Hex (F) output drive is for fitting screwdriver bits
3⁄8" x 24 (M) is a threaded output for fitting 3-jaw chucks

Torqueleader Rotary Torque Units

Gedore Electronic Torque Wrenches
The Torcotronic II is a robust, easy-to-use, highly
accurate, electronic torque wrench. Features include
• Robust design, suitable for use in an industrial

environment
• Ergonomic hand-grip with integrated battery

compartment
• Bi-directional operation allows torque measurements

in clockwise and anti-clockwise directions
• Large back-lit graphic LCD display
• Simple to operate with 3 multi-function keys
• Memory can store data on up to 2000 torque

measurements
• Operating modes include track, peak memory and

preset
• Multi presets can be stored
• Automatic calibration function
• User selectable measurement units
• RS 232 connectivity and PC software allow the easy

transfer and storage of data and presets
• Ratchet head can be removed and replaced with 9 x 12

mm or 14 x 18 mm rectangular end fittings
• Accuracy ±1% of reading
• Supplied with calibration certificate traceable to

national standards

Torcotronic II Digital Torque Wrench
Stock No Drive Calibrated Range Price

136030 1⁄2" 10 - 120 Nm 768.66

Calibrated Range 7 - 88 ft lbs
Rectangular Fitting 9 x 12 mm

Torcotronic II Digital Torque Wrench
Stock No Drive Calibrated Range Price

136031 1⁄2" 70 - 350 Nm 768.66

Calibrated Range 51 - 258 ft lbs
Rectangular Fitting 14 x 18 mm

Stock No 130910

Trade Counter open 8.00 am - 5.30 pm Monday to Friday and 8.30 am - 1.00 pm Saturday

Phone Lines open 7.30 am - 5.30 pm Monday to Friday and 8.30 am - 1.00 pm Saturday

All prices are in pounds sterling and exclude V.A.T.
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Torqueleader Electronic Torque Tools
Torqueleader is a UK company owned by Gedore that
manufacture a wide range of electronic torque
measuring tools. These are listed below with their
Torqueleader model number and their calibrated range.
For more information call our sales team or visit
www.torqueleader.com

Stock No Model No Calibrated Range Price

136040 TSD 150 15 - 150 cNm 560.88
136041 TSD 350 35 - 350 cNm 560.88
136042 TSD 1500 150 - 3500 cNm 560.88
136043 TWD 20 2 - 20 Nm 575.05
136044 TWD 100 10 - 100 Nm 575.05
136045 TWD 340 34 - 340 Nm 599.58
136046 E-Torc 25 2 - 25 Nm 915.26
136047 E-Torc 25A 2 - 25 Nm 1548.84
136048 E-Torc 150 10 - 150 Nm 1067.70
136049 E-Torc 150G 10 - 150 Nm 1049.46
136050 E-Torc 150A 10 - 150 Nm 1776.77
136051 E-Torc 150AG 10 - 150 Nm 1760.73
136052 E-Torc 300 30 - 300 Nm 1087.74
136053 E-Torc 300G 30 - 300 Nm 1104.51
136054 E-Torc 300A 30 - 300 Nm 1816.81
136055 E-Torc 300AG 30 - 300 Nm 1841.23
136056 E-Torc 600 60 - 600 Nm 1263.54
136057 E-Torc 600A 60 - 600 Nm 1978.82
136058 E-Torc 800 80 -800 Nm 1320.69
136059 E-Torc 800A 80 -800 Nm 2072.90


